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1. Intended use:  

The mounting plate, adapter is intended for mounting the PCB of an access control (controllers) in enclosures: 
AWO 250, AWO250PU or AWO 300 (from v1.4). One enclosure can accommodate maximum two plates AWO 432. Below, 
possible configurations of the assembly on a single plate: 

 
ROGER 
CONTROLLERS: PR 302 x 3, PR 302 x 2 + MSRK2512*, PR 302 x 2 + PS20/PS15v24,  
                      XM-8 + MSRK2512*, XM-8 + PS20/PS15v24 

PR 402 x 2 
SATEL 
CONTROLLERS: ACCO-KP-PS + ACCO-KP,  ACCO-KP x 2,  ACCO-KP + MSRK2512*, ACCO-KP-PS x2 

 
*buffer PSU module, manufactured by Pulsar 

 
A set includes: 
- a mounting plate x1 
- rectifier diodes 3A (1N5408) x3 

- 3-pin connector (4 mm2) x1 
- cable terminals x11 
- cable clamps (100x25mm) x11 
- sheet metal screws (2,9 x16) x25 
- sheet metal screws (2,9 x9,5) x4 
 
Configurations of ROGER devices: 

 
- PR 302 x 3: 

 
 
- PR 302 x 2 + MSRK2512: 
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- PR 302 x 2 + PS20/PS15v24: 

 
 
- XM-8 + MSRK2512: 

 
 
- XM-8 + PS20/PS15v24: 

 
 
- PR 402 x 2: 
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Configurations of SATEL devices: 

 
- ACCO-KP-PS + ACCO-KP: 

 
 
- ACCO-KP x 2: 

 
 
- ACCO-KP + MSRK2512: 

 
 

- ACCO-KP-PS x2: 

 
 

3. Installation:  
The enclosure + KD mounting plate are to be mounted by a qualified installer, holding relevant permits and 

licenses (applicable and required for a given country) for 230V/AC interference and low-voltage installations.  
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Since the transformer is designed for a continuous operation and is not equipped with a power-switch, therefore 
an appropriate overload protection shall be guaranteed in the power supply circuit. Moreover, the user shall be informed 
about the method of unplugging (most frequently through separating and assigning an appropriate fuse in the fuse-box). 
The electrical system shall follow valid standards and regulations. 

The enclosure should be mounted in confined spaces, in accordance with the 2nd environmental class, with 
normal relative humidity (RH=93% maximum, without condensation) and temperature from -10°C to +40°C.

 
Before installation, make sure that the voltage in the 230V power-supply circuit is cut off. 

All adjustments and repairs inside the enclosure can be made after cutting off the the 
230V/AC power. 

 
1. Mount the PCB on the KD plate in appropriate mounting holes (with the dowel pins, screws or distance sleeves – 
accordingly to the PCB producer, etc.) 
2. Mount the plate(s) inside the enclosure/ 
3. Mount the camera’s enclosure in the intended place and lay the connection and signal leads through the cable ducts. 

Notes: the ~230V supply circuit should made with a three-core cable 
(with a yellow-green PE protection wire). 

3. Connect the~230V power cables with the 230V /AC L-N terminals of the transformer. 

    Electric shock protection conductor should be connected to the terminal marked with the ‘PE’ earth symbol. 

 
Operation of the PSU without a properly made and fully operational shock protection circuit 

is UNACCEPTABLE! 
It can result in device damage or an electric shock. 

 
4. Connect the transformer’s output to the (~AC) PCB terminals, using the provided leads. 

Notes: switch on the required voltage U1 or U2 for a given device. 
5. Make the optional connections required for a certain type of device/system. 

Notes: in accordance with the requirements and recommendations of the manufacturer  
6. Run the device (switch on the ~230V supply, batter), make adjustments or configurations: in 
accordance with the procedure of the system’s manufacturer. 
7. After installation and system activation, the enclosure should be locked. 
 

 
 
3. Specifications: 
 

Dimensions 318 x 120 x 13 (WxHxD) 

Fixing sheet metal screws x 4 

Net/gross weight 0,35kg/0,43kg 

 
 
4. An example of assembly in AWO 250PU, AWO250, AWO300 enclosure: 

                        
                                

KD PLATE                                                  ASSEMBLY SET 
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 AWO300/ AWO250PU/AWO250 + KD PLATE (x2) 
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AWO 300/AWO250PU/ AWO 250+ KD PLATE (x2) 
 right side                                                 
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Pulsar K.Bogusz Sp.j.  
Siedlec 150,  32-744 Łapczyca, Poland 

Tel. (+48) 14-610-19-40, Fax. (+48) 14-610-19-50 
e-mail: biuro@pulsar.pl, sales@pulsar.pl 
http:// www.pulsar.pl , www.zasilacze.pl 

 

GENERAL WARRANTY CONDITIONS 

 

1. Pulsar K. Bogusz Sp.j. (the manufacturer) grants a two-year warranty for the equipment, starting from the initial product date of purchase placed on the 
receipt.  
2. If a purchase proof is missing, a three-year warranty period is counted from the device’s production date.  

3. The warranty includes free-of-charge repair or replacement with an appropriate equivalent (the selection is at the manufacturer’s discretion) if the 
malfunction is due to the manufacturer, includes manufacturing or material defects, unless such defects have been reported within the warranty period (item 1 
and 2).  
4. The equipment subject to warranty is to be brought to the place where it was purchased, or directly to the main office of the manufacturer.  
5. The warranty applies to complete equipment, accompanied by a properly filled warranty claim with a description of the defect.   
6. Should the claim be accepted, the manufacturer is obliged to provide warranty repairs, at the earliest convenience, however not later that within 14 days 
from the delivery to the service centre of the manufacturer.  
7. The repair period mentioned in item 6 may be prolonged, if there are no technical possibilities to carry out the repairs, or if the equipment has been 

conditionally accepted, due to the breaking warranty terms by the claimant.  
8. All the services rendered by force of the warranty are carried out at the service centre of the manufacturer, exclusively.  
9. The warranty does not cover the defects of the equipment, resulting from: 
- reasons beyond the manufacturer's control, 
- mechanical damage, 
- improper storage and transport, 
- use that violates the operation manual or equipment’s intended use 
- fortuitous events, including lightning discharges, power failures, fire, flood, high temperatures and chemical agents,  

- improper installation and configuration (in defiance with the manual), 
10. The warranty is void in any of the following circumstances: 
- construction changes  
- repairs carried out by any unauthorized service center 
- damage or removal of warranty labels 
- modifications of the serial number 
11. The liability of the manufacturer towards the buyer is limited to the value of the equipment, determined according to the wholesale prices suggested by the 
manufacturer on the day of purchase.  

12. The manufacturer takes no responsibility for the defects that result from:  
- the damaging, malfunctioning or inability to operate the equipment 
- defects that result from using the equipment outside its stated specifications and operating parameters failing to abide by the recommendations and 
requirements contained in the manual, or the use of the equipment.  

 


