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1. Description. 

 
The PSDIN2 holder is designed as an accessory for the following power supply units: PS1001270, 

PS15012100, PS20012140, PS1002435, PS1502450, PS2002470, PSB1001270, PSB15512110, PSB1002435, 
PSB1552455, PSBOC1001270, PSBOC15512110, PSBOC1002435, PSBOC1552455.. The PSDIN2 allows the 
mounting of the abovementioned power supplies onto the DIN rail. Included with the holder is a set of screws (5 ea. 
M3x4) for mounting of the power supply to the holder.  

 
2. Installation: 
 

 
The PSDIN2 holder should be mounted in an enclosed space (inside the case), with normal humidity 

(RH=90% maximum without condensation) and a temperature in the range of -10°C to +40°C. Free flow of a ir 
around the power supply should be ensured. 

 
Before beginning installation, ensure that the power in the 230V AC power supply circuit is 

disconnected. 
All service and maintenance should be performed with the 230V AC power supply 

disconnected.  
 

 
1. Before beginning installation, ensure that the power in the 230V AC power supply circuit is 
disconnected. 
2. The power supply is to be mounted to the PSDIN2 holder using the M3 screws included with the holder. 
3. The power supply is to be mounted onto the DIN rail together with the holder. 
4. Electrical connection should be performed according to the power supply instructions.  
 

 
Fig. 1.  View of the PSDIN2 holder. 
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Fig. 2.  Example of power supply mounting. 

  
3. Technical information. 
 
 Dimensions:   142 x 22 x 200 (W x D x H) [mm] 
 Operating conditions:  Class II environment, -10°C÷40°C 
 Mounting elements: 
     - 2 x DIN rail holders 
     - 5 x M3x4 
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GENERAL WARRANTY CONDITIONS 
1. Pulsar K. Bogusz Sp.j. (manufacturer) grants a two-year quality warranty for the equipment, starting from the date of purchase 
placed on the purchase order.  
2. Should such purchase order be missing when the claim is submitted, the three-year guarantee period is counted from the date 
of the manufacturing of the device.  
3. The warranty includes free-of-charge repairing or replacing with a functional equivalent (the selection is made by the 
manufacturer) of the malfunctioning device, due to reasons attributable to the manufacturer, including manufacturing and material 
defects, unless such defects have been reported beyond the warranty period (item 1 and 2).  
4. The equipment subject to warranty is to be brought to the place where it was purchased, or directly to the main office of the 
manufacturer.  
5. The warranty applies to complete equipment, including the type of defect specified in writing, using a properly filled warranty 
claim.   
6. Should the claim be accepted, the manufacturer is obliged to render warranty repairs, as soon as possible, however not later 
that within 14 days from the delivering of the equipment to the service centre of the manufacturer.  
7. The repair period mentioned in item 6 may be prolonged, if there is no technical capability to carry out the repairs, and in the 
case that the equipment has been accepted conditionally, due to the failing of the warranty terms by the claimant.  
8. All the services rendered by force of the warranty are carried out at the service centre of the manufacturer, exclusively.  
9. The warranty does not cover the defects of the equipment, resulting from: 
- reasons beyond the manufacturer's control, 
- mechanical damage, 
- improper storage and transport, 
- use that violates the operation manual or equipment application,  
- random events, including lightning discharges, failures of power networks, fire, flooding, high temperatures and chemical agents,  
- improper installation and configuration (at variance with the rules set forth in the manual), 
10. Each confirmation of structural modifications or repairs, carried out beyond the service centre of the manufacturer, or any 
modification of serial numbers or warranty labels, results in the loss of the rights resulting from the warranty. 
11. The liability of the manufacturer towards the buyer is limited to the value of the equipment, determined according to the 
wholesale prices suggested by the manufacturer on the day of purchase.  
12. The manufacturer shall not be responsible for the defects that resulted from the damaging, malfunctioning or inability to 
operate the equipment, particularly, if such defects are the result of failing to abide by the recommendations and requirements 
contained in the manual, or the use of the equipment.  
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